























Waveguide TRL VNA Calibration Kits

Features
1.7 to 50 GHz
WR430 Through WR10
Fixed Load Calibration
TRL and SSLT Configured

Description

Maury 7007H series calibration kits are designed to provide
accurate Thru-Reflect-Line (TRL) calibrations of vector network
analyzers (VNAs), for measurements in rectangular waveguide
from 1.7 to 110.0 GHz (WR430 through WR10).

They include all the components needed for accurate TRL
calibration of supported VNA (listed at right). They can also be

used for Short-Short-Load-Thru (SSLT) and offset load calibrations.

All component flanges have precision indexing holes for

excellent measurement repeatability (indexing pins are provided).

Test Port and Cable Connectors

These kits are configured for use with VNA test sets or test cables
utilizing 7mm, 3.5mm and 2.4mm connectors. Other adapter or test
port configurations are available upon request.

Key Literature: Maury data sheet 3H-058.

Components Included in 7007H Kits
QTY DESCRIPTION

Test port adapters (see the Option Finder below)

Fixed (reference plane) short (calibration and verification standard)*
Precision fixed terminations

1/4- high precision straight section (shim)

Flange hardware (including the indexing pin set)

3-1/2 inch data disk with optimized VNA software

Operating Instructions (manual)

1 Instrument case

Note: Additional adapters may be ordered separately.
*Kits for the Anritsu 37000 include two (2) fixed (reference plane) shorts.
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